
 
 

MARINE PRO 

HIGH PERFORMANCE 2-STROKE ENGINE OIL 

DESCRIPTION: 

Mineral based 2-stroke engine oil designed to ensure optimum protection and performance for outboards and 

PWC. Clean burning, scuff-resistant formulation utilizes high quality base stocks and anti-wear additives to 

protect critical engine parts in extreme marine environments. Advanced, ash-free additive system keeps your 

engine running clean and free of gum formation, corrosion and deposits. Exceeds NMMA TC-W3 

specifications. 

FEATURES & BENEFITS: 

▪ Optimum hardware protection for all critical engine parts 

▪ Protects in extreme marine environments 

▪ Clean burning, low-smoke formulation ensures engine cleanliness 

▪ Ash-free additive system prevents ring stick, corrosion, deposits and wear 

▪ Exceeds NMMA TC-W3 specifications 
 

APPLICATIONS: 

For all 2-stroke gasoline marine and PWC engines. Can be used as premix or in oil injection system. Safe for 

use at any OEM-recommended ratio. 

 

TECHNICAL DATA 

SPECIFICATION TEST METHOD RESULT 

APPEARANCE VISUAL Green 

VISCOSITY @ 40°C (cSt) D445 51.6 

VISCOSITY @ 100°C (cSt) D445 8.5 

FLASH POINT (°C) D92 190 

POUR POINT (°C) D97 -48 

DENSITY @ 15 °C (g/ml) D4052 0.871 

 


