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Max EZ is an advanced power steering fluid designed to 
maximize the life and performance of all power steering 
units. Max EZ is formulated with a blend of select 
synthetic base oils plus Royal Purple’s proprietary 
Synerlec additive technology, which is proven to make 
equipment run cooler, longer, quieter and more efficiently. 
Max EZ is compatible and can be mixed with conventional 
power steering fluids and has excellent seal compatibility.

MAX EZ® 

TYPICAL PROPERTIES*
Viscosity

cSt @ 40˚C 46.8
cSt @ 100˚C 8.9
SUS @ 100˚F 237

SUS @ 210˚F 5

Viscosity Index  175

Flash ˚F  400

Fire ˚F  445

Pour ˚F  -56

Foam Test

Sequence I  0 ml / 0 ml

Sequence II  0 ml / 0 ml

Sequence III  0 ml / 0 ml

Density

A.P.I. Gravity 31.1

Specific Gravity @60˚F 0.87

Pounds/Gallon 7.27

*Properties are typical and may vary.

PERFORMANCE ADvANTAgES
•	 Greater wear protection
•	 Clean, efficient equipment
•	 Extended pump life 
•	 Much longer fluid life
•	 Non-foaming
•	 Outstanding rust / corrosion protection
•	 High temperature service capability

PART NUMBERS

12x12-Oz. Case 12326
12-Oz. Bottle* 01326

*AvAILABLE IN CASES ONLY




